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SUMMARY 
t4 Y f W  
An experimental investigation has been made of some lunar-landing charac- 
teristics of a 1/6-scale dynamic model of a landing module having multiple- 
leg landing-gear systems. 
asymmetric four-point system were investigated. The landing-gear legs were 
inverted tripod arrangements having a telescoping main strut which incorporated 
a yielding-metal strap for energy dissipation, hinged V-struts, and circular pads. 
The landing tests were made by launching a free model onto an impenetrable hard 
surface (concrete) and onto a powdered-pumice overlay of various depths Landing 
motion and acceleration data were obtained for a range of touchdown speeds, touch- 
down attitudes, and landing-surface conditions. 
Symmetric four-point and five-point systems and an 
Maximum normal acceleration experienced at the module center of gravity 
during landings on hard surface or pumice was 2g (full-scale lunar value in terms 
of earth's gravity) over a wide range of touchdown conditions. 
acceleration experienced was 12.& radians/sec2 and maximum longitudinal accelera- 
tion was llg. 
landings on hard surface (coefficient of friction, 
tested. 
(p = 0.7 to 1.0) depending upon flight path, pitch and yaw attitude, depth of 
pumice, surface topography, and landing-gear configuration. 
bility of roll attitude for the limited amount of roll-attitude landing data 
obtained was insignificant. 
point system with equal maximum gear radius increased landing stability slightly 
and improved the static stability for subsequent lunar launch. 
increase in landing stability in the direction of motion was obtained with an 
asymmetric four-point gear having two pads offset to increase gear radius by 
33 percent in the direction of horizontal flight. 
Maximum angular 
The module was very stable with all gear configurations during 4 
p = 0.4) at all conditions 
Some overturn instability occurred during landings on powdered pumice 
The effect on sta- 
Compared with the four-point landing gear, the five- 
A considerable -
INTRODUCTION 
Two of the  important items f o r  ove ra l l  success of the  Apollo mission a re  a 
s o f t ,  s tab le  landing of a manned spacecraft  on t h e  lunar  surface and subsequent 
departure from t h e  lunar  surface.  The landing-gear systems must arrest and sta- 
b i l i z e  the  landing module, provide a s t ab le  support on the  lunar surface,  and 
a l s o  provide an adequate platform from which t o  launch a return s tage.  Proposed 
control  and guidance capab i l i t i e s  indicate  t h a t  favorable module touchdown condi- 
t i ons  ( a t t i t u d e ,  o r ien ta t ion ,  and speed) can be achieved along with l imi ted  s i t e  
se lec t ion  (hover).  However, knowledge of de ta i led  lunar-surface cha rac t e r i s t i c s  
i s  lacking and only generalized assumptions can be made from current l i t e r a t u r e  
and experimentation. Therefore, cur ren t ly  proposed landing-gear systems a re  
designed t o  accomplish the  t a s k  f o r  a f a i r l y  wide range of landing-surface condi- 
t ions  with minimum weight and operat ional  complication. Multiple-point l e g  sys- 
tems with simple nonviscous, low-rebound shock absorbers a re  promising with 
regard t o  these  general  requirements and capab i l i t i e s .  
Results a r e  presented herein of an invest igat ion of a 1/6-scale dynamic 
model of a manned spacecraf t  f o r  s o f t  lunar  landing ( a  preliminary version of 
t h e  lunar  excursion module) employing a multiple-point,  leg-type landing-gear 
system with yielding-metal shock absorbers and severa l  contact-point arrange- 
ments. 
dynamic model over a range of touchdown speeds and a t t i t u d e s .  The landing- 
surface configurations invest igated included a smooth hard surface,  various 
depths of dust overlay, and an integrated surface i r r e g u l a r i t y .  
Lnpact acce lera t ion  and behavior were determined w i t h  a 1/6-scale 
Motion p ic tures  of t yp ica l  landings were made during the t e s t s  and film 
supplement L-803 showing these r e s u l t s  i s  avai lable  on loan from the  NASA. 
request card and a descr ipt ion of  the f i lm a r e  provided a t  the end of t h i s  paper, 
on the page with the  abs t r ac t  cards.  
A 
SYMBOLS 
A area, s q  f t  
a accelerat ion,  f t / s ec2  
a angular accelerat ion,  radians /see 
P grav i t a t iona l  rati 0, gearth/ $noon 
F force,  lb 
7 f l i g h t  -path angle, deg 
I moment of i n e r t i a ,  s lug- f t2  
2 
2 length, f t  
h geometric model sca le  
m mass, s lug  
d s t r e s s ,  lb/sq i n .  
t time, sec 
P coef f ic ien t  of f r i c t i o n  
V velocity,  f t / s ec  
horizontal  velocity,  f t / s ec  vH 
v e r t i c a l  velocity,  f t / s e c  
VR r e s a t a n t  velocity,  f t / s e c  
DESCRIPTION OF MODEL 
The general  arrangement of the 1/6-scale dynamic model i s  shown i n  f igure  1. 
Photographs of the  model with various landing-gear configurations are shown i n  
figures 2, 3, and 4. Details of the  inverted t r ipod  landing-gear l e g  assembly 
and yielding-metal shock absorber a re  shown i n  figure 5.  
sca le  re la t ionships  applicable t o  these tests are given i n  t a b l e  I. Pert inent  
model and fu l l - sca l e  dimensions a r e  given i n  table 11. 
Full-scale  and model- 
The model was a symmetrical body about t he  v e r t i c a l  axis representing a 
lunar  landing module consis t ing of t h e  landing s tage with attached landing gear 
and the  lunar launch stage. The model was constructed of a s o l i d  hardwood and 
balsa core containing appropriate cav i t i e s  f o r  instrumentation and ballast. 
model body was covered with a plastic-impregnated f iber -g lass  skin.  Landing- 
gear assemblies were made of 202bT3 aluminum a l loy .  The gear s t r u t s  were Of 
tubing of 0.065-inch w a l l  thickness with 5/8-, 1/2-, and 3/8-inch outside diam- 
eter f o r  t h e  main strut, inner s l i d e ,  and V - s t r u t ,  respect ively.  
with each of t he  four  legs  ( f i g .  5) cons is t ing  of th ree  s t r u t s  mounted so as t o  
form an inverted t r ipod.  The landing gear was designed t o  provide s t roke f o r  a 
desired maximum accelerat ion and res idua l  clearance f o r  engine-nozzle protect ion 
and subsequent launch capabi l i ty .  
imately 2 f e e t  full sca le  and was designed t o  give a m a x i m u m  load of 2 ea r th  g 
f o r  a f la t  impact a t  a speed of 15 f e e t  per second. A ba l sa  block ( s top )  a t  the  
top  of t h e  main s t r u t  provided an emergency s t roke of approximately 3 addi t iona l  
The 
The basic  landing gear ( f i g s .  1, 2, and 3(a)) was a quadruped configuration 
Ver t ica l  working s t roke of the  gear was approx- 
3 
inches. 
was a hinged unit, which served to guide and stabilize the tripod. 
the telescoping main strut yielded a metal energy strap in tension for impact 
attenuation. Also, as the main struts telescoped, the landing pads moved out- 
ward and thus increased the gear diameter as shown in figure 1. The pads were 
attached to the tripod assembly by a ball joint with no provision for shock 
absorption in the pads. 
lized, as indicated in table II. 
The main or  upper strut telescoped during impact and the lower V-strut 
During impact 
Two footprint areas of the landing-gear pads were uti- 
The modified landing-gear configurations investigated are shown in fig- 
ures 3(b) and 4. 
basic symmetric four-point gear but with two adjacent pads offset radially 3 feet 
( f u l l  scale). 
direction of offset. Gear height was held constant and the energy-strap shock- 
absorber configuration was unchanged. 
The asymmetric four-point gear (fig. 3 ( b ) )  was similar to the 
This offset increased gear radius approximately 33 percent in the 
The five-point landing gear shown in figure 4 was symmetrical with a 7 2 O  cir- 
cumferential spacing. All gear and strut dimensions were the same as those of the 
symmetrical four-point arrangement. Therefore, maximum gear radius was the same 
and minimum gear radius was increased approximately 15 percent. The enerQy straps 
were modified to provide the same design load as that of the four-point system. 
The model energy straps were made of pure nickel wire (Low-Carbon Nickel) a 
highly ductile metal which retains its mechanical properties over a wide range of 
temperatures. During impact, compression loads tending to telescope the main 
strut were opposed by the energy strap in tension. 
yield strength of the strap, it elongated and the gear stroked. 
of the ductile metal, little energy was stored; and rebound was thus minimized. 
Stress-strain characteristics of the strap material were similar to those described 
in reference 1, and a typical stress-strain diagram for Low-Carbon Nickel is shown 
in figure 6. 
characteristics for the lunar-landing mission, but these characteristics could also 
be obtained by using other methods such as crushable materials, frangible tubes, or 
properly designed oleo systems. 
When the load exceeded the 
Because of yield 
The shock-absorber element used on the present model had desirable 
The scale ralationships pertinent to the earth model tested are shown in 
table I. For geometric scaling the characteristic length was varied as the scale 
factor A. 
yield-strap material was assumed for the model and the full-scale configurations; 
hence, the stress relationship was held 1 to 1, so that exact structural scaling 
of shock-absorber forces was provided. The gravitational ratio j3 is dictated 
by the fact that the force of the earth's gravity is 6 times that of the moon; 
thus, accelerations experienced by the model are 6 times that resulting on the 
moon. With these three relationships fixed, other pertinent scale relationships 
follow from laws of physics for a dynamically scaled model. 
A 1/6-scale model was chosen, since this choice was suitable for 
I meeting construction, size, and weight requirements for test purposes. The same 
4 
, 
APPARATUS AND PROCEDURE 
The invest igat ion w a s  conducted by launching the model as a f r e e  body by 
means of a pendulum apparatus i n  the Langley impact s t ruc tures  f a c i l i t y .  The 
model i s  shown on the pendulum launching carr iage i n  f igure  7. Operation of the 
pendulum during landing t e s t s  i s  i l l u s t r a t e d  i n  figure 8. The pendulum with the 
model locked a t  the  desired a t t i t u d e  was re t rac ted  t o  the  point A, from which it 
w a s  released and allowed t o  swing through an a rc  of v e r t i c a l  height  AB. Model 
re lease occurred a t  point  B (dead center )  a t  a horizontal  veloci ty  approxi- 
mately equal t o  a f r e e - f a l l  veloci ty  f o r  preset  v e r t i c a l  distance AB. 
re lease the model dropped a preset  height BC f o r  desired v e r t i c a l  veloci ty  
The combination of horizontal  veloci ty  a t  re lease and v e r t i c a l  veloci ty  a t  impact 
determined f l ight-path t r a j e c t o r y  a t  model touchdown. 
pendulum, support s t ructure ,  and pumice box i n s t a l l e d  i n  the  Langley 41-foot vac- 




A photograph showing the 
Pi tch and r o l l  a t t i t u d e s  (about the axes shown i n  f i g .  2) were obtained by 
a multiple platform and hinge arrangement mounted beneath the pendulum carr iage 
( f i g .  7).  The model p i tch  a t t i t u d e  was obtained by s e t t i n g  the  support re lease 
mechanism t o  the desired angle on the p i tch  quadrant. 
obtained with a quadrant located on the s ide of the carr iage.  Yaw a t t i t u d e  was 
obtained by r o t a t i n g  the c l e v i s  f i t t i n g  i n s t a l l e d  on top of the model ( f i g s .  2, 
3, and 4 ) .  
assembly 180~. 
Rol l  a t t i t u d e  was s imi la r ly  
Negative p i tch  a t t i t u d e  was obtained by r o t a t i n g  the  e n t i r e  carr iage 
Combinations of pitch,  yaw, and r o l l  could a l s o  be obtained. 
The landing surfaces used f o r  the invest igat ion a r e  diagramed i n  f igure  10. 
Hard-surface landings were made on smooth concrete and hardwood. 
lated a dropoff o r  crevice of about 2 f e e t  ( f u l l  s c a l e ) .  
The ledge simu- 
Simulated landings i n  - 
1 lunar  dust were made i n t o  a shallow box containing l3 and 3- inches of pow- s' r;' 2 
1 
2 dered pumice representing f u l l - s c a l e  depths of 5 ,  1&, and 21 inches, respec- 
t i v e l y .  
ure 11. 
(400 microns f u l l  sca le ) .  
The pumice was disturbed and loosely s t ruck off  l e v e l  (minimum compaction) before 
each landing. S t a t i c  bearing s t rength of the pumice during model t e s t s  was 
approximately 2 lb/sq i n .  w i t h  a bulk densi ty  of approximately 40 lb/cu f t .  
Bearing s t rength was measured with a spring-scale penetyaneter provided w i t h  a 
1.0-inch-diameter cy l indr ica l  foot ing and a l/k-inch penetration i n  a 4-inch 
depth of pumice. 
s t rengths  up t o  approximately 10 lb/sq i n .  
were similar t o  those of the NASA Manned Spacecraft Center lunar-surface model. 
The grain-size d i s t r i b u t i o n  of the pumice mater ia l  i s  shown i n  f i g -  
Average grain size of the powdered pumice w a s  approximately 68 microns 
Grain geometry was random, sharp edged, and jagged. 
A few check landings were made i n  pumice having bearing 
In  general, these surface conditions 
Landing-impact accelerat ions were measured by strain-gage accelerometers 
r i g i d l y  mounted i n  the  model as shown i n  figure 12. 
mounted on a common base which could be ro ta ted  i n  l i n e  with the axis of f l i g h t ,  
depending upon model yaw a t t i t u d e .  Normal accelerat ion a t  the center  of gravi ty  
was measured with a 20g accelerometer. 
with a l5g accelerometer mounted above the normal accelerometer. 
The accelerometers were 
Longitudinal accelerat ion was measured 
Angular 
5 
acceleration was measured with a pair of matched 50g accelerometers. 
frequency was about 180 cycles per second for the l5g and 20g accelerometers and 
about 310 cycles per second for the 5Og accelerometers. The accelerometers were 
damped to 65 percent of critical damping. The response of the recording zalva- 
nometers was flat to about l9O cycles per second for the l5g accelerometers and 
to about 135 cycles per second for the 20g and 50g accelerometers. A trailing 
cable, supported by an overhead guide wire, was used to transmit accelerometer 
signals to an oscillograph. 
elongation of the energy straps after each landing. 
and penetration characteristics (in pumice) were visually observed and measured. 
Motion-picture cameras recorded general behavior during landings. 
The natural 
Total gear stroke was obtained by measuring linear 
Impact points, slideout, 
The orientations of acceleration axes, attitudes, and the flight-path angles 
during landings are shown in figure 13. Landings were made at touchdown pitch 
attitudes of -15' to +15O, yaw attitudes of Oo (one gear leg forward) and 36O or 
45' (two legs forward), roll attitude of 15', and combinations of the above. 
tical landing speed was varied from 5 to 15 feet per second and horizontal speed 
was varied from 0 to 15 feet per second (full scale). 
and horizontal speed result in touchdown flight-path angles ranging from approxi- 
mately 26O to goo. 
weight corresponding to a full-scale lunar weight of 1,333 pounds (8,000 lb earth 
weight). The sliding coefficient of friction during hard-surface landings (con- 
crete or wood) was about 0.4 and was about 0.7 to 1.0 on the powdered pumice over- 
lay. In general, landing tests of the basic four-point gear were made over the 
entire range of parameters, whereas the asymmetric four-point and the symmetric 
five-point gears were investigated only at conditions where instability had 
occurred with the basic gear. The footprint bearing area of the landing-gear 
pad was varied by a factor of 4 during landings in pumice. 
Ver- 
Combinations of vertical 
(See table in fig. 1 3 . )  The landings were made at a model 
In order to determine the effect of entrainment of air and moisture in the 
powdered pumice on landing stability of the model a few landings were made in a 
vacuum of 0.20 millimeter of mercury. During the landing tests under vacuum a 
mechanical shaker mounted on the chamber floor was used in an effort to settle 
the pumice during evacuation. 
RESULTS AND DISCUSSION 
All impact data presented are converted to full-scale lunar values in terms 
of the earth's gravitational constant by use of the scale relations given in 
table I. 
Symmetric Four-Point Landing Gear 
Hard-surface landings.- Oscillograph records showing typical impact charac- - teristics during landings on a flat hard surface are shown in figure 14 for vari- 
ous landing speeds and attitudes with the symmetric four-point gear. 
were generally characterized by one or two main impulses, depending upon contact 
attitude, followed by secondary loadings due to very small rebounds which were 
damped in 2 or 3 cycles. 
Impacts 
Landing impacts: Maximum accelerations experienced during such landings 
The module experienced l i t t l e  change i n  maximum accelerat ion with 
a r e  p lo t ted  against  f l ight-path angle f o r  various p i t c h  and yaw a t t i t u d e s  i n  
f igure  15. 
change i n  f l igh t -pa th  angle from 33' (Vv = 10 f t / sec ;  VH = 15 f t / sec)  t o  90' 
(Vv = 15 f t / sec ;  VH = 0 ft /sec).  
occurred a t  a p i t c h  a t t i t u d e  of 0' and a f l igh t -pa th  angle of Po when a l l  
landing-gear shock absorbers yielded simultaneously and equally. 
accelerations a r e  p lo t ted  against  touchdown p i t ch  a t t i t u d e  i n  f igure  16 f o r  
landings a t  a f l igh t -pa th  angle of 45' on f l a t  and ledged hard surfaces a t  yaw 
angles of 0' and 45'. Normal and longi tudinal  accelerations d id  not change sig- 
n i f ican t ly  with var ia t ion  i n  p i t c h  a t t i t u d e  from -15' t o  +15'. 
a t  pos i t ive  p i t c h  a t t i t u d e  (+Yjo), the  module with horizontal  veloci ty  underwent 
a pos i t ive  longi tudinal  acceleration a t  touchdown as noted i n  f igures  14, 13, and 
16. This accelerat ion resul ted from the  r e l a t ive  motion and f r i c t i o n  between the  
t r a i l i n g  pad or pads and the  landing surface during the  impact stroke,  when the  
t r a i l i n g  pad displaced rearward over t he  surface. 
f o r  a f l igh t -pa th  angle of 90° and a pos i t ive  o r  negative p i t ch  a t t i t u d e  ( f i g .  15) 
M a x i m u m  longi tudinal  accelerat ion w a s  approximately &g during hard-surface 
landings. 
Maximum normal accelerat ion (2g) ac tua l ly  
Maximum 
During landings 
A similar react ion occurred 
Angular accelerat ions during landings on a f l a t  hard surface increased from a 
maximum of approximately 61 radians/sec2 a t  0' p i t c h  a t t i t u d e  t o  I21 radians/sec 2 
2 2 
with increase i n  p i t c h  t o  +l5', as shown i n  f igures  1-5 and 16. 
a t ion  a l so  increased s l i g h t l y  with change i n  yaw a t t i t u d e  from 0' t o  45' during 
landing a t  p i t c h  a t t i t ude .  For landings a s t r i d e  the  ledge a t  a p i t c h  a t t i t u d e  of 
0' ( f i g .  16), angular accelerat ions were about t h e  same as for landings a t  p i t c h  
a t t i t u d e s  of Cl5' on the  f l a t  surface. 
Angular acceler-  
The data p lo t t ed  i n  figure 16(a) f o r  a landing ast r ide t h e  ledge a t  p i t c h  
and yaw a t t i t u d e s  of 0' were obtained during the  sequence i l l u s t r a t e d  i n  f ig -  
ure l7 (a )  with th ree  legs  impacting on the  ledge. I n  t h i s  case a l l  four  legs  
absorbed energy. Severe loading of  a s ingle  l eg  was obtained for t h e  condition 
i l l u s t r a t e d  i n  the  sequence of f igure  l7(b) .  Essent ia l ly ,  only two legs  were 
involved i n  t h i s  case and high accelerat ions resu l ted  when the  leading-leg shock 
absorber was bottomed; t h a t  i s ,  t he  emergency ba lsa  s top was crushed. 
The p o s s i b i l i t y  of a l l  impact energy being imposed on a s ingle  l eg  suggests 
t he  d e s i r a b i l i t y  of increased avai lable  s t roke o r  s t i f f e r  shock absorbers fo r  t he  
present system. 
preferable  from an overturn s t a b i l i t y  standpoint. A varying-force shock-absorber 
system (pyramided force leve ls )  has been suggested i n  an unpublished analysis  made 
by Charles C .  F i l l e y  at the  NASA Manned Spacecraft Center. I n  the  suggested sys- 
t e m  four force leve ls ,  increasing with stroke, are avai lable  i n  each of t h e  four  
l egs  and a s ingle  l eg  has the  same design energy-dissipating capabi l i ty  f o r  f u l l  
s t roke as four  legs  using one-quarter s t roke.  
and would reduce s t roke requirements as compared with t h e  present system fo r  a 
single-leg impact. 
Maintaining low gear forces and increasing t h e  stroke would be 
Such a system would be e f fec t ive  
Another system would l i n k  a l l  a r t i cu la t ing  legs  t o  a s ingle  shock-absorber 
unit o r  element, and def lect ion of any number of legs  ( s ing le  o r  mult iple)  would 
provide the  same energy-dissipating capabi l i ty  f o r  t he  same stroke. The shock 
absorber could be a constant- o r  variable-force system. 
Maximum accelerat ions obtained during hard-surface landings a t  a roll a t t i -  
tude of 15' a r e  presented i n  t a b l e  111. 
and 16, accelerat ion values and t rends a t  a roll a t t i t u d e  of 15' were generally 
similar t o  those a t  a roll a t t i t u d e  of 0'. 
When compared w i t h  t he  data i n  f igures  15 
Landing s t a b i l i t y :  During landings on a f l a t  o r  a ledged hard surface,  t h e  
module appeared very s t ab le  with regard t o  overturning f o r  a l l  landing conditione 
tes ted .  
a t  t he  highest  horizontal  speed (15 f t / s e c ) .  
l eg  i s  forward, an undamped pi tching osc i l l a t ion  occurred during s l ideout  as 
i l l u s t r a t e d  by t h e  oscil lograph record i n  f igure  18(a) .  Greater s t roking of t h e  
leading l eg  as compared with t h a t  of t he  s ide  and rear  legs  during impact a t  8 
yaw a t t i t u d e  of 0' was caused by a combination of pad f r i c t i o n  and landing dynam- 
i c s .  This phenomenon resu l ted  i n  an unsteady or t ee t e r ing  platform during s l ide -  
out and subsequently a t  r e s t .  
forward generally a l l ev ia t ed  t h i s  charac te r i s t ic .  (See f i g .  18(b) .  ) Landings a t  
a roll a t t i t u d e  of 15' did  not a f f e c t  overturn s t a b i l i t y .  (See t a b l e  111.) Some 
t ee t e r ing  was noted during landing s l ideouts  f o r  landings a t  a roll a t t i t u d e .  
Slideout dis tances  i n  the  order of 30 t o  40 f e e t  ( f u l l  s ca l e )  r e su l t ed  
A t  a yaw a t t i t u d e  of 0' where one 
Landing a t  a yaw a t t i t u d e  of 45' where two legs  a r e  
Dust-surface landings.- Oscillograph records showing t y p i c a l  impact charac- 
t e r i s t i c s  during landings on a f l a t  dust  overlay 2 1  inches deep a r e  shown i n  f i g -  
ure  19 f o r  various landing a t t i t u d e s  with t h e  symmetric four-point gear. Impact 
events were generally similar t o  those on a hard surface ( f i g .  14) .  Inspection 
of f igures  14(b) and lg (b )  shows t h a t  i n  the  21-inch depth of dust ,  acce le ra t ion  
onset r a t e  was reduced. 
Landing impacts: Maximum accelerat ions experienced during landings i n  two 
depths of pumice dust a r e  p lo t t ed  against  f l igh t -pa th  angle f o r  various p i t c h  and 
yaw a t t i t u d e s  i n  f igure  20. Normal and longi tudinal  accelerat ion d id  not change 
appreciably with change of f l igh t -pa th  angle but angular accelerat ion increased 
i n  some cases with reduction of f l igh t -pa th  angle (increased hor izonta l  speed) I 
The depth of dust  had no appreciable ove ra l l  e f f ec t  on maximum accelerat ions.  
Compared with t h e  accelerat ions encountered i n  hard-surface landings ( f i g .  15) 
maximum normal accelerat ions i n  dust were r e l a t ive ly  unchanged as a r e s u l t  of t h e  
use of an e s sen t i a l ly  constant-force shock-absorber system. However, negative 
longi tudinal  accelerat ion (drag) increased by a f a c t o r  of 2 o r  3 t o  approximately 
1% because of increased res i s tance  t o  horizontal  s l i d ing  i n  the  dust .  4 
~ 
During a landing a t  a p i t c h  a t t i t u d e  of -15' and a f l igh t -pa th  angle of 30' 
(Vv = 8.7 f t / s ec ,  
of t h e  leading l eg  buckled a t  i n i t i a l  impact on that leg  as indicated i n  f i g -  
ure  20(a) .  
ind ica tes  t h a t  t h e  r e su l t an t  force  of impact i n  t h e  dust was vectored along o r  
below t h e  plane of t h e  V - s t r u t ,  so t h a t  excessive column loading and f a i l u r e  
occurred. The landing was similar t o  stubbing the  gear pad a t  touchdown on an 
immovable obstacle  (rock o r  boulder).  This r e su l t  ind ica tes  t h e  d e s i r a b i l i t y  
of providing shock-attenuation capabi l i ty  i n  t he  horizontal  plane e i t h e r  by 
VH = 15 f t /sec)  with one leg  forward (0' yaw) t h e  lower V - s t r u t  
A t  t h i s  landing condition the  main strut  d id  not stroke; t h i s  r e s u l t  
incorporating s t roke i n  the  gear pads (crushable pads) o r  i n  t he  lower S t ru ts  
( t r i - s t r u t  a t tenuat ion) .  
ure  21  f o r  landings a t  yaw a t t i t u d e s  of Oo and 4 5 O  and a f l igh t -pa th  angle of 45' 
on f l a t  and ledged surfaces having various depths of dust overlay. A somewhat 
grea te r  change i n  accelerat ions with change i n  p i t c h  a t t i t u d e  i s  noted f o r  t h e  
dust landings, pa r t i cu la r ly  a t  a yaw a t t i t u d e  of 45', as compared w i t h  t h a t  
obtained during hard-surface landings ( f i g .  16).  
t o  grea te r  changes i n  f r i c t i o n  o r  drag forces  on the  pads f o r  impacts i n  Pumice 
dust,  and these changes, i n  turn,  a f f e c t  gear actuat ion and stroking. 
Maximum accelerat ions f o r  landings a t  a r o l l  a t t i t u d e  of 15' a r e  presented 
Maximum accelerat ions a r e  p lo t t ed  against  touchdown p i t c h  a t t i t u d e  i n  f i g -  
This r e s u l t  was la rge ly  due 
i n  t a b l e  111. 
accelerat ion i s  noted f o r  t h e  landing a t  a p i t c h  a t t i t u d e  of -15' as compared 
with t h e  accelerat ion f o r  t he  same p i t c h  condition a t  a roll a t t i t u d e  of 0' 
( f i g .  20 (b ) ) .  
A decrease of approximately 50 percent i n  normal and longi tudinal  
Accelerations during l imited landings i n  t h e  41-foot-diameter vacuum sphere 
a t  0.20 mil l imeter  of mercury were s imi la r  t o  those a t  atmospheric pressure.  
Landing s t a b i l i t y :  Unstable landings a re  indicated by the  s o l i d  symbols i n  
f igures  20 and 21. 
during landings on the  dust overlay. 
path angles of 45' o r  l e s s ,  depending upon module or ien ta t ion  (yaw a t t i t u d e )  and 
touchdown p i t ch  a t t i t u d e  during landings on f l a t  dust  overlay. 
most l i k e l y  t o  overturn at  45' yaw a t t i t u d e  (minimum gear rad ius)  asld at -15' 
p i t ch  a t t i t u d e .  However, a t  a yaw a t t i t u d e  of 0' (maximum gear rad ius)  where one 
l e g  was forward, a misalinement r e l a t i v e  t o  the  ve loc i ty  vector  c o a d  cause t h e  
module t o  veer t o  a two-legs-forward or ien ta t ion  ( 4 3 O  yaw) with consequent over- 
turning as indicated i n  figure a(&) f o r  a p i t ch  a t t i t u d e  of 0' and a f l igh t -pa th  
angle of 33'. Some t ee t e r ing  cha rac t e r i s t i c s  were noted during landings on pow- 
dered pumice at a yaw a t t i t u d e  of 0' as was t h e  case f o r  hard-surface landings.  
On t h e  ledged surface,  overturning occurred for a l l  p i t ch  conditions a t  45' yaw 
with t h e  symmetric four-point gear ( f i g .  21). 
of Oo were not tested on the  ledge t o  avoid possible  damage t o  t h e  model gear 
such as t h a t  noted i n  f igu re  20(a). 
f igure  22. 
path angles a t  which i n s t a b i l i t y  occurred. A t  a touchdown p i t c h  a t t i t u d e  of -15O, 
t he  module was unstable regardless of pad s i z e  o r  depth of  dust  t es ted .  
p i t c h  a t t i t u d e  of 0' t h e  module was s t ab le  i n  the  ?-inch depth and unstablt  i n  thc 
21-inch depth of dust  regardless of pad s ize .  
r e s u l t s  occurred with t h e  la rge  pads e i t h e r  increasing o r  decreasing s t a b i l i t y  
depending upon f l igh t -pa th  angle and depth of dust .  
data ind ica te  t h a t  i n  t h e  shallow dust ( 5  inches) ,  t he  la rge  c i r cu la r  pads bes ted  
provided increased s t a b i l i t y ,  whereas i n  the  deep dust (21 inches) they we1.e 
des tab i l iz ing .  Both s e t s  of pads tended t o  penetrate  deeply and plow through t h e  
Pumice during impact. 
deeply a s  t h e  small pads. The small pads tended t o  penetrate  through t o  the  sub- 
surface. 
s t roke o r  skidding of t h e  leading pads during landing impact. 
The module was s t ab le  over a wide range of landing conditions 
Overturning general ly  occurred at f l i g h t -  
The module w a s  
The conditions f o r  a y a w  a t t i t u d e  
The e f f ec t s  on landing s t a b i l i t y  of depth of dust  and pad s i z e  a re  shown i n  
Data f o r  two pad s izes  and depths of dust  a r e  p lo t t ed  a t  t he  f l i g h t -  
A t  a 
A t  a p i t c h  a t t i t u d e  of l5', mixed 
Although inconclusive, t he  
I 
I 
I The la rge  pads penetrated a t  a f l a t t e r  angle and not as 
When overturning occurred there  was i n  most cases very l i t t l e  horizontal  
~ 
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Overturn stability was generally unchanged during landings at a roll attitude 
of l5O. 
angle of 4 5 O ,  the module was stable whereas at a roll attitude of Oo, it was 
unstable (fig. 20(b)). 
tended to veer or rotate about the yaw axis at initial impact, but this effect 
did not seem to be a problem for these limited number of landings. 
(See table 111.) However, at a pitch attitude of -15' and a flight-path 
During rolled landings in the dust overlay the module 
No changes in landing-stability characteristics were noted during landings 
in a vacuum environment of approximately 0.20 millimeter of mercury. 
observed that the pumice did not settle noticeably during evacuation of the 
sphere, and this result indicated that little compaction occurred. 
dynamic penetration characteristics were not significantly changed because of 
the grain size and the vacuum pressure used. This is in agreement with the 
results presented in references 2 and 3 .  
It was 
In this test 
I 
Asymmetric Four-Point Landing Gear 
Hard-surface landings.- Oscillograph records showing typical impact charac- 
teristics during landings on flat hard surface with the asymmetric four-point gear 
are shown in figure 23. Acceleration characteristics were similar to those for 
the symmetric four-point gear (fig. 14) except for small increases in acceleration 
pulse times and reduction in magnitudes due to the modified geometry. The change 
in geometry resulted in increased stroke during impact at the offset legs and the 
module generally came to rest pitched down in the direction of gear offset (for- 
ward). 
tested. 
The maximum pitch attitude at rest was approximately 5 O  for the conditions 
Maximum accelerations experienced during three landings on flat hard surface 
with the asymmetric four-point gear are plotted in figure 16. Normal and longi- 
tudinal accelerations were the same as for the basic gear, and angular accelera- 
tions were reduced slightly. ~ 
Dust-surface landings.- Data obtained during landings with the asymmetric 
four-point gear on flat dust overlay are plotted in figure 24. Landing stabil- 
ity was increased considerably with the asymmetric gear as compared with the sym- 
metric gear (fig. 20(b)). 
the ledged surface. 
Likewise, stability was improved during landings on 
See figure 21(b). ~ 
Maximum normal and longitudinal accelerations experienced with the asymmetric 
gear (fig. 24) were reduced relative to those experienced with the symmetric gear. 
Longitudinal accelerations during dust-surface landings were reduced as much as 
50 percent. These reductions are attributed to the change in geometry of the off- 
set legs which resulted in less "jELmming" and more horizontal stroking of the 
leading pads through or over the dust during landing impact. This phenomenon is 
illustrated in figure 25 by typical oscillograph records showing landings on the 
ledge and dust overlay with the symmetric and asymmetric four-point gears. Par- 
ticularly noticeable is the large change in time and magnitude of the longitudinal 
acceleration pulse at impact of the leading legs (which are labeled 2 to 3) and 
the associated change in horizontal displacement between the two gear configura- 
tions. Normal-acceleration pulses were similarly affected. The increased gear 
I 
10 
radius and reduced pad loading of the asymmetric four-point gear were very effec- 
tive in increasing landing stability. 
Symmetric Five-Point Landing Gear 
Hard-surface landings.- Maximum accelerations experienced during landings 
with the symmetric five-point landing gear on a flat hard surface are shown in 
figure 26 at various flight-path angles and landing attitudes. 
mal and longitudinal accelerations were approximately the same for this configura- 
tion as for the symmetric four-point gear. 
tudes were reduced slightly as a result of the reduced shock-absorber force of 
individual legs of the five-point system. For all landing conditions investi- 
gated, this configuration was stable. Slideout oscillations and static teetering 
encountered with the four-point system were generally eliminated, so that a more 
stable platform for lunar launching was provided. 
As expected, nor- 
Angular accelerations at pitch atti- 
Dust-surface landings.- M a x i m u m  accelerations experienced during landings 
with the symmetric five-point landing gear on flat dust overlay are shown in fig- 
ure 27 at various flight-path angles and landing attitudes. 
accelerations were similar to those for the symmetric four-point system. The mod- 
ule was somewhat more stable during landings on dust overlay because of the net 
increase of approximately 15 percent in minimum gear radius, additional footprint, 
and reduced gear force. 
In general, maximum 
CONCLUSIONS 
Results of the dynamic-model investigation indicate that landing character- 
istics of a lunar landing module having multiple-point leg-type landing systems 
and yielding-metal shock absorbers were satisfactory over a considerable range 
of touchdown parameters and landing-surface conditions. The principal conclu- 
sions indicated by this investigation are as follows: 
1. Maximum normal acceleration obtained during landings was approximately 
2g (earth value) at the center of gravity. Maximum longitudinal acceleration on 
1 3 hard surface was approximately -g and increased to approximately l-g on powdered 
2 4 
pumice overlay. Maximum angular acceleration was approximately 12l radians/sec2 E 
during hard-surface landings. 
2. The module was very stable with regard to overturning with all landing- 
gear configurations during landings on an impenetrable hard surface (coefficient 
of friction, p = 0.4) at all conditions tested. 
3. Some overturn instability occurred during landings on powdered pumice 
(p  = 0.7 to 1.0) depending upon flight-path angle, touchdown attitude, depth of 
pumice, surface topography, and landing-gear configuration. 
11 
4. An asymmetric four-point gear configuration with two pads offset to 
increase gear radius by 33 percent in the direction of horizontal flight improved 
landing stability considerably on powdered pumice overlay. 
5. A symmetric five-point gear configuration was slightly more stable than 
a four-point system with equal maximum radius and provides a nonteetering launch 
platform for lunar departure. 
6. Shock attenuation capability in the horizontal plane would be desirable 
for extreme impact conditions. 
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TABLE I.- SCAT-IE RELATIONSHIPS FOR EARTH MODEL OF LUNAR LANDING MODULE 
h = Geometric model scale 


















TABLE 11.- PERTINENT DIhBNSIONS OF MODULE 
General : 
Gross weight. l b  . . . . . . . . . . . . . . . .  
Moment of i ne r t i a  (approximate) : 
Roll. slug-ft2 . . . . . . . . . . . . . . . .  
Pitch. slug-f t2 . . . . . . . . . . . . . . .  
yaw. slug-ft2 . . . . . . . . . . . . . . . .  
Overall height. f t  . . . . . . . . . . . . . . .  
Small pads. f t  . . . . . . . . . . . . . . . .  
Largepads. f t  . . . . . . . . . . . . . . . .  
Center of gravity above ground line. f t  . . . .  











Symmetric four-point (four legs 900 apart)  : 
M a x i m u m  radius. f t  . . . . . . . . . . . . . .  1.54 
Minimum radius. f t  1 . og 
Vertical stroke. f t  . . . . . . . . . . . . .  0- 35 
Cross-sectional area. sq f t  . . . . . . . .  1.75 x 10-5 
Length. f t  . . . . . . . . . . . . . . . . .  0.60 
Basic legs (2). f t  . . . . . . . . . . . . .  1.54 
Offset legs (2). f t  . . . . . . . . . . . .  2.04 
Basic legs (2). f t  1 . og 
. . . . . . . . . . . . . .  
Shock-strut energy s t rap (each): 
Asymmetric four-point (four legs 900 apart)  : 
M a x i m u m  radius : 
Minimum radius : . . . . . . . . . . . . .  
Offset legs (2). f t  . . . . . . . . . . . .  1.44 
Vertical stroke: . . . . . . . . . . . . .  Basic legs (2). f t  0.35 
Offset legs (2). f t  . . . . . . . . . . . .  0.47 
Cross-sectional area. sq f t  . . . . . . . .  1.75 x 10-5 
Length. f t  . . . . . . . . . . . . . . . . .  0.60 
Maximum radius. f t  . . . . . . . . . . . . . .  1.54 
Minimum radius. f t  . . . . . . . . . . . . . .  1.25 
Vertical stroke. f t  0.35 
Cross-sectional area. sq f t  . . . . . . . .  1.47 x 10-5 
Length. f t  . . . . . . . . . . . . . . . . .  0.60 
Shock-strut energy s t rap (each) : 
Symmetric five-point ( f ive legs 720 apart)  : 
. . . . . . . . . . . . .  
Shock-strut energy s t rap (each) : 
Gear pads: 
Small pad (each): 
Diameter. f t  . . . . . . . . . . . . . . . .  
Footprint area. sq f t  . . . . . . . . . . .  
Diameter. f t  . . . . . . . . . . . . . . . .  Large pad (each): 
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I Maximum stroke 
Figure 1.- General arrangement of 1/6-scale dynamic model. All dimensions a r e  i n  Inches. 
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Pitch 
Fig~re 2. - Photograph of model with symmetric four-point landing gear. L-63-553 ·1 
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.. I. 
(a) Symmetric . L-63-554 
(b) Asymmetric . L-63-555 
Figure 3.- Photographs of model showing symmetric and asymmetric four-point landing gears. 
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-------------------
(a) Side view. L-6;-1559 
(b) Top view. L-6;-1557 
Figure 4.- Photograph of model showing symmetric five-point landing gear. 
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Figure 9. - Model and landing- test apparatus in 41-foot-diameter vacuum sphere . 
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Figure 11.- Grain-size distribution of powdered pumice used for dust overlay. 
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i t c h  a t t i t u d e ,  00 
(a) Yaw attitude, 0'. 
L I  *ir,, 10 - f t /seC;  vH; 10 f t / s e c  
P i t c h  a t t i t u d e ,  + 1 5 O  7 
( b )  Yaw a t t i t u d e ,  45'. 
Figure 14.-  Typical osci l lograph records of acce lera t ions  during landings on f l a t  hard surface at 
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P i t c h  a t t i t u d e ,  + 1 5 O  
. .. 
. I l I I I I  1 I P i t c h  a t _ t l t u d e ,  -15" 
(a) Yaw attitude, Oo. 
1-1 L L . 1  1 1 1 I I I I 1 I I 1 L . I . L I A ,  I 
(b) Yaw attitude, 450. 
Figure 19.- Typical oscillograph records of accelerations during landlngs on flat dust overlay at 
varioue attitudes with symmetric four-point landing gear. 
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Vv, 15 ft/sec; VH, 0 
Pitch attitude, O o  
t sec 
' Pitch attitude, 0' 
Pitch attitude, -15'O 
Figure 23.- Typical oscillograph records of accelerations during landings on flat hard surface at 
Yaw attitude, 450; roll various speeds and attitudes with asymmetric four-point landing gear. 
attitude, 0'. 
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1 Normal acceleration at c.g. 
l ' ~ : l l ! l ~ l l l l l  
(a) Symmetric four-point gear. 
(b) Asymmetric four-point gear. 
Figure 25.- Typical oscillograph records of accelerations during landingr on ledged surface and dust 
overlay with symmetric and asymmetric four-point landing gears. Pitch attitude, t l 5 O ;  roll atti- 
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